IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 5 - Georgetown - US30 - .7 SE. of Nounan Rd.
Sunday 1 August Thru Tuesday 31 August 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 22 0.05 25 96 0.19 20 118 0.12 21
30-35 16 0.03 33 16 0.03 34 32 0.03 34
35-40 12 0.03 39 23 0.05 38 35 0.04 38
40 — 45 30 0.06 43 65 0.13 44 95 0.10 43
45-50 173 0.37 49 302 0.60 49 475 0.49 49
50 - 55 590 1.25 54 1125 2.25 54 1715 1.77 54
55 -60 2020 4.28 58 3610 7.23 58 5630 5.80 58
60 — 65 9882 20.94 63 14395 28.81 63 24277 24.99 63
65-70 22581 47.86 68 | 22994 46.03 68 45575 46.92 68
70-75 9021 19.12 72 6158 12.33 72 15179 15.63 72
75-80 1990 4.22 78 817 1.64 78 2807 2.89 78
80 -85 597 1.27 83 249 0.50 83 846 0.87 83
85— 140 248 0.53 91 109 0.22 92 357 0.37 91
Total by Lane 47182 48.57 68 49959 51.43 66 97141 100.00 67
Total by Direction 47182 48.57 68 | 49959 51.43 66
50" Percentile Speed 67
85" Percentile Speed 71




